
 

AA45 Door Closer 
Fixing Instructions 

 
 

Select the best fitting position for your door. 

1. Cylinder.  Mark inner door edge for drilling of 1” diameter hole. It is important 
that the hole should not be less than 5¾” deep. 

2. Cylinder Plate. Mark out and recess cylinder plate flush with door edge. Insert 
cylinder ensuring that it is free and fix plate with screws provided. Adjust spring 
tension if necessary. (See Note A). Close door gently so that anchor plate marks 
out door jamb.  

3. Anchor Plate. Turn anchor plate 90 degrees to cylinder plate. Withdraw to 
approximately 1½”and insert template (4). 

4. Template. Insert template between chain links. Release anchor plate so that it is 
freely suspended. Recess anchor plate as for cylinder plate (2) and fix with 
screws provided. 

 
Note A: Adjusting Procedure 

1. Fit template (4) as near to cylinder plate (2) as possible. 
2. Remove anchor plate (3). 
3. Turn anchor plate clockwise to increase tension, anti-clockwise to decrease tension. 
4. Re-fix anchor plate (3). Remove template (4). 

 
 
 

 

Lever on Rose 
Fitting Instructions 

      

Serozzetta, Designer Range, Eurospec and 
Steelworx 

 
1. In conjunction with lock/latch backset, use the 

adjacent template.  
2. Mark out centre hole A, then fixing holes B1 and 

B2 at 38.0mm centres.  
3. Using a 5.0mm diameter bit, drill holes B1 and B2 

at 38.0mm centres as shown.  
4. Using a 20.0mm diameter bit, drill hole A at the 

centre location.  
5. Put the spindle into one of the levers and securely 

fix the grub screw, ensuring enough spindle is free 
to pass through door and to be secured in the 
opposing lever.  

6. Place the lever to the door so the spindle passes 
through the latch/lock follower and line up the 
holes on the rose with those pre-drilled in the 
door.  

7. Place the second lever on the opposite side of door 
and using both the bolts provided, evenly tighten 
up both bolts, so both lever are secured firmly 
against the surface of the door.  

8. Tighten up grub screw on opposite lever and 
recheck all fixings are secure. If levers do not 
operate freely, check alignment of all components.  

9. Place and screw on both outer rose covers. 

Drilling Template 


